ETI

Residual current circuit breakers with integral overcurrent protection

Residual current circuit breaker with integral overcurrent protection DIFO

DIFO module is add-on element which contains residual current protection. It could be assembled
with miniature circuit breaker ETIMAT 6 or ETIMAT 10 and together it is residual current operated
circuit breaker with integrated overcurrent protection (RCBO). It is the product like LIMAT2-SD or
LIMAT4-SD but it could be finalized or changed later on.

Add-on block for residual current protection DIFO2

002058001 002058006 1/16

DIF02 30 mA
40-50 002058201 002058206 165 1/16
6-32 002058002 002058007 165 1/16

DIF02 100 mA
40-50 002058202 002058207 165 1/16
6-32 002058003 002058008 165 1/16

DIF02 300 mA

. 40-50 002058203 002058208 165 1/16

DIFO2 can be assembled with standard 2p and 1p+N miniature circuit
breaker ETIMAT 6 and ETIMAT 10. Width of product: 2 modules.

Add-on block for residual current protection DIFO4

DIF0430 mA 6-32 002058021 002058026 114
40-50 002058221 002058226 230 1/14
DIFO4 100 mA 6-32 002058022 002058027 230 114
40-50 002058222 002058227 230 114
DIF04 300 mA 6-32 002058023 002058028 230 114

L 40-5 002058223 002058228 20 114

DIFO4 can be assembled with standard 4p or 3p+N miniature circuit
breakers ETIMAT 6 and ETIMAT 10. Width of product: 3,5 modules.
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Technical data
Auxiliary switch PS KZS-2M/4M
Function Auxiliary Switch 9
Rated voltage 230V AC/DG, 110V DC TR [ 9
Rated current 6A (230V AQ); 1A (110V DC); 0,54 220V DQ) AP g
Rated frequency 50/60Hz, DC 2 ble 0 [ [
Index of protection 1P 20 (IP 40) NO - Normally open contact --> during the activation it makes a contact
Terminal capacity 1,5mm? NC- Normally closed contact --> during the activation it brakes the contact
Terminal Screw M3 PH1 1- cqntact
- 0 - without a contact —
Terminal torque max 0,5Nm o
Ambient temperature -25°Cto +40°C ®
Storage temperature -40°Cto +70°C
Contacts 1xNC, X NC/NO |
Mounting position any Kz5-1M & (
Standards EN 62019 KzS IM-FN x
Kzs-2M v
KzS-2M2p x
12 KZS-4M 3p v
2 KZS-4M 3p+N v
14 O—
KZS-4M2p x
22
" KZS-R x
Add-on block for residual current protection DIFO
DIFO2
2N
Technical data
Rated voltage U_ 230/400V AC 1N
Rated current | <32A 7 36 68
>40A 135 25
Rated frequency . 50/60 Hz
Rated residual current |, 30, 100, 300 mA "_f
Type of residual current tripping AG A N=: 0 °
Terminals 1-25mm? max. 3Nm N
Terminal screw M5 (Pozidrive P72) = g N SR
Mounting position any i o f
Standards IEC61009, EN 61009 b= (@]
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