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TECHNICAL FEATURES

Galvanized steel
Hexagonal profile

M-F (Male-Female) thread
M3-M4-M5-M6-M8

As per standard DIN 176
Tensile strength: 500 N/mm?

STEEL SPACERS
Ch L 11 L Ch | L 1 L
Code Reference 5 (mm)| (mm) M (mm)| (mm) Code Reference é (mm) | (mm) M (mm)| (mm)

DZM0995 D/M20M3 | 100 6 20 M3 6 10 DzM1085 DZM7/0M5 | 25 8 /0 M5 8 10
DzZM1000 DzM10M4 | 100 7 10 M4 8 6 DZM1090 DZM8OM5 = 25 8 80 | M5 8 10
DZM1005 DZM15M4 @ 100 7 15 M4 8 10 DZM1092 D/MSOMS5 @ 25 8 90 M5 8 10
DZM1010 DZM20M4 100 7 20 M4 8 10 DZM1095 DZM10M6 @ 100 10 10 | M6 | 10 6
DzZM1015 D/ZMZ25M4 | 50 7 25 | M4 8 10 DzZM1100 D/M15M6 @ 100 10 15 M6 10 10
DzZM1020 DzZM30M4 | 50 7 30 M4 8 10 DzZM1105 DZMe20OM6 = 100 10 20 M6 | 10 12
DzM1025 D7/M35M4 | 50 7 35 M4 8 10 DZM1106 D/M?5M6 | 50 10 5 M6 | 10 12
DZM1030 DZM40M4 = 50 7 40 M4 8 10 DzM1110 DZM30M6 @ 50 10 30 | M6 | 10 12
DzZM1035 DZM50M4 | 50 7 50 M4 8 10 DzM1115 D/M40M6 @ 50 10 40 | M6 10 12
DZM1040 DzZM60M4 | 50 7 60 M4 8 10 DzZM1120 DZM50M6 = 50 10 50 M6 | 10 12
DZM1042 D/M70M4 | 25 7 70 M4 8 10 DzM1125 DZM60M6 | 50 10 60 M6 10 12
DZM1044 DZM90M4 = 25 7 90 M4 8 10 DzM1130 DZM70M6 @ 25 10 70 | M6 | 10 12
DZM1093 DZ/M10M5 = 100 8 10 M5 8 6 DzM1135 D/M80M6 & 25 10 80 | M6 10 12
DZM1045 D/Z/M15M5 | 100 8 10 M5 8 6 DZM1140 D/MSOMG = 25 10 90 | M6 | 10 12
DZM1050 DZM20M5 | 100 8 20 M5 8 10 DzZM1145 D/M100M6 | 25 10 100 M6 | 10 12
DZM1055 DZMZ25M5 @ 50 8 25 M5 8 10 DZM1150 DZM20M8 @ 100 13 20 M8 14 14
DzM1060 DZM30M5 @ 50 8 30 M5 8 10 DzZM1155 D/M?25M8 | 50 13 5 M8 14 14
DzM1065 D/ZM35M5 | 50 8 35 | M5 8 10 DzM1160 DZM30M8 50 13 30 M8 | 14 14
DzM1070 DZM40OM5 | 50 8 40 M5 8 10 DzM1165 DZ/M40M8 | 50 13 40 ' MB | 14 14
DzM1075 D/M50MS5 @ 50 8 50 M5 8 10 DzM1170 DZM50M8 @ 50 13 50 M8 14 14
DZM1080 DZM60MS5 | 50 8 60 M5 8 10 DzM1175 D/M70M8 @ 25 13 70 M8 14 14

THREADED STUDS FOR INSULATORS

TECHNICAL FEATURES

Made of galvanized steel class 8.8
Complete with nut, flat washer and spring lock washer

Code Reference 5 M L
1ISO03000 ISO PM5x20 25 M5 20
1ISO3005 ISO PM6x30 25 M6 30
1IS03010 ISO PM8x30 25 M8 30
1IS03015 ISO PM8x35 25 M8 35
1S03020 SO PM10x40 25 M10 40
1IS03025 ISO PM12x50 25 Ml2 50
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