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Accessories

\Z10/1F/54% 10mm?, 1-phase, 54mod. 002921142 10 10 260 40
1210/37/12 10mm’, 3-phase, 12mod. 002921140 10 021 115 20240 E;z'g“g%} EETC"‘S"\;“
\10/3F/54% 10mm?, 3-phase, 54mod. 002921141 10 10 560 2 .
Z10/1F/12 10mm?, 1-phase, 12mod. 002921143 10 021 50 40240
IZ10/LIN , ETIMAT 1PN,
N2 10mm?, 4-pole, 12mod. 002921268 10 021 228 0 PO
10/ , ETIMATG 1P-+N,
NGNGNg 1O 4-pole, T2mod. 002921268 10 021 228 0 PP
EFI4 + ETIMAT 6
IOMILZBN- 4 2 4 ole, 12 mod. 002921275 10 021 11 10 1P+N,ETIVAT
LINLNL3N
P10 1P+N
IOMILZBNLY 1 2 4 ole 12mod. 002921276 10 021 25 50 EF"‘;%']NA‘AA” N
. EFI4 + ETIMAT
10mm?, 3-pole, 12mod. 002921277 10 021 120 0 TR0

*Not for ETIMAT P10 MULTIPOLE(2P, 3P, 1P++N, 3P-+N) with length more than 12 modules.

I112/1F/12 12mm? 1-phase, 12modul 002921018 12 021 57 40/480

IZ12/1F/54%  12mm?, 1-phase, 54mod. 002921026 12 100 260 40 ETIVATS,
I12/3F/9  12mm?3-phase, 9mod. 002921017 12 016 81 20040 ETIMAT P10,
1Z12/3F/12  12mm?, 3-phase, 12mod. 002921020 12 0,21 115 20/240 ETITEC,SV,
[Z12/3F/18¢  12mm? 3-phase, 18mod. 002921022 12 032 180 20/120 VLDO1
* 12mm?, 3-phase, S4mod. 002921024 12 100 560 2

*Not for ETIMAT P10 MULTIPOLE(2P, 3P, 1P+N, 3P+N) with length more than 12 modules.

IZ16/1F/12P  16mm?, 1-phase, 12modul 002921091 16 021 70 40860 Erars,
I16/1F/54P*  16mm? 1-phase, 54mod. 002921092 16 100 320 40 ETIMATPIO,
I716/3F/12 16mm? 3-phase, 12mod. 002921061 16 021 155 207180  ETITECSV,
16mm? 3-phase, 54mod. 002921063 16 100 700 20 VLDOT
*Not for ETIMAT P10 MULTIPOLE(2P, 3P, 1P++N, 3P-+N) with length more than 12 modules.

1216/2F/12 16mm2, 2-pole, 12mod. 002921066 16 021 120 10/120  EF-2,EFk4,
I216/2F/54* 16mm2, 2-pole, 54mod. 002921067 16 1 550 10 Kzs-2m,
Kzs-4M
I216/4F/12 16mm2, 4-pole, 12mod. 002921 1 021 230 10/80
6/4F/ 6mm2, 4-pole, 12mod. 002921068 6 / ETIVIAT6 P10,
16mm2, 4-pole, 56mod. 002921070 16 1 1020 10 5‘(}3'3159

*Not for ETIMAT P10 MULTIPOLE(2P, 3P, 1P+N, 3P+N) with length more than 12 modules.

IZ16/1F/2/L  16mm? 1-phase, 2modul 002921081 16 003 11 50/600 /]
1716/1F/3/L 16mm?, 1-phase, 3mod. 002921082 16 005 16 50/600 ETIMATG,
1716/1F/4/L 16mm?, 1-phase, 4mod. 002921083 16 007 21 50/600 EE'T'I’}’ET(PSLO
IZ16/1F/12/L 16mm? 1-phase, 12mod. 002921060 16 021 65 40360 yipor
16mm?, 1-phase, 54mod. 002921062 16 100 290 40

*Not for ETIMAT P10 MULTIPOLE(2P, 3P, 1P+N, 3P+N) with length more than 12 modules.
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15-10/3/F

I-12/3F

1-16/2F

1-16/4F

Accessories
IZ16/1F/12/STV. ~ 16mm?, 1-phase, 12mod. 002921071 16 032 95 40/240
1Z16/1F/36/STV.  16mm? 1-phase, 36 mod. 002921073 16 100 280 40 VD02
1Z16/3F/12/STV.  16mm?, 3-phase, 12mod. 002921072 16 032 20 201120
16mm?, 3-phase, 36 mod. 002921074 16 1,00 700 20

1ZM16/3F/4 16mm?, 3-phase, 12mod. 002921132 10 0,20 155 20 MPE 25 (no
1ZM16/3F/20  16mm? 3-phase, 54 mod. 002921133 10 1,00 700 20 side acces-
sories)

1210/3F (002921140,002921141),
1ZM10/3F(002921130,002921131)

1-10/3F 002921227 0,8 25/250

1216/3F (002921061,002921063), IZM16/3F
(002921132,002921133), 1216/3F/
STV(002921072,002921074)

1212/3F(002921017, 002921020,
002921022, 002921024)

1210/1F(002921143,002921142),
1210/3F/D(002921160,002921161),
1ZM10/3F/D(002921190,002921191)

1212/1F(002921018,002921026), 1212/3
F/D(002921162,002921163,002921164)

1216/1F(002921091,002921092),
1216/3F/D(002921064,002921065),
1216/2F/D(002921200,002921201),
1216/4F/D(002921210,002921211), IZM1
6/3F/D(002921192,002921193), 1Z16/1F/
STV(002921071,002921073)

1-16/3F 002921228 0,8 25/250

1-12/3F 002921019 0,7 25/250

2-10/1F 002921220 0,15 25/250

I-12/1F 002921221 0,15 25/250

1-16/1F 002921222 0,15 25/250

002921224 0,4 25/250 1Z16/2F

002921225 1 25/250 1216/4F(002921066,002921067)
002921229 1 25/250 12516/4F(002921177,002921178)
002921226 08 25/250 12510/3F(002921102,002921103)

1Z510/1F/12  10mm?, 1-phase, 12mod. 002921100 10 0,21 40 40/480 ETIMAT6,
1Z510/1F/54*  10mm?, 1-phase, 54 mod. 002921101 10 1,00 150 40 ETIMAT P10,
510312 10mm?, 3-phase, 12mod. 002921102 10 021 100 20240 EVTEGSVVLDOL,
10mm?, 3-phase, 54mod. 002921103 10 100 450 20 :(F:?sii;%
*Not for ETIMAT P10 MULTIPOLE (2P, 3P, TP++N, 3P-+N) with length more than 12 modules.
1Z516/1F/12  16mm? 1-phase, 12mod. 002921110 16 0,21 50 40/480 ETIMATS
12516/1F/54* 16mm? 1-phase, 54 mod. 002921111 16 100 220 40 ETIVAT P10,
1516/3F/12  16mm?, 3-phase, 12mod. 002921112 16 0,21 130 20/180  ETITEC,SV.VLDO1,
Z516/3F/18*  16mm? 3-phase, 18 mod. 002921113 16 032 230 201120  PCF8,PCF10,
EFD8, EFD10

16mm?’, 3-phase, 54mod. 002921114 16 1,00 700 20
*Not for ETIMAT P10 MULTIPOLE (2P, 3P, 1PN, 3P-+N) with length more than 12 modules.
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Technical data

Accessories
o2
Terminal for protective conductors ] === ==
type length supply outlet |
o | e | | I
26 0,056 2x22 6x14 :
28 0,086 2x22 8x14 L, s RE
212 0,092 222 12x14 = :
218 0,128 2x22 18x14 = =

Technical data - Section rails for ETIMAT P10

Cross section 10 mm? 16 mm? 25 mm?
Feeding at beginning/ending
Max. current Is/Phase 63 80 100
Cross section of connection, mm? 10 16 25
Feeding in the middle
Max. current le/Phase 100 130 170
Cross section of connection, mm? 25 35 2x25
Heat deflection temperature PVC 80°C flame resistant
Comparative tracking index PVC 300V
Standards EN 60947-1:2007/ IEC 60947-1:2007
Climate stability DIN EN 60068
Insulation coordination Degree of pollution 2
Electrical data
Impulse voltage strength >4,5kV
Min. air distance >55mm
Min. creeping distance >5mm
Max. operating voltage 690V AC/DC
Protection class 1P20
Short circuit rating ICC 15kA NH 250A gL 500V
Dielectric strenght > 32 kV/mm
Material

Material Surface
Bushar Copper plain
Insulation PVClead-free grey RAL7035
Endcover moulded

Ampacity at 35 °Cambient temperature depending of feeding point

ATTENTION: To prevent electrical shock, disconnect Danger Installation by electricians only Dueto security purposes all shortened busbars
N N need to be covered with suitable endcovers.
from power source before installing

-I or servicing. 2
. .

Cut back copper

4. . 5.

6' Attach end cover
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Technical data
Dimensions
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712
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Technical data

(18,3)

32




ETI

Technical data

1Z12/1F 1212/3F

1216/1F 1216/3F

1,00 ,1,00, 1,00

1216/2F 1216/4F

1Z12/1F 1212/3F
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1216_3F_12_STV

1Z-S rails

Nominal voltage max. 500V
Dielectric strength 2,5kV

Insulating resistance > 5MQ (DIN 53482)
Temperature range -20°C... +50°C
Glow wire test 850°C (IEC 695-2-1)
Self-extinguishing V-0

Standards EN 60947-7-1

1Z510/1F

1Z516/1F

768

Technical data

1ZM16/3F

cross section Rated current (A)

10 mm? 63
12 mm? 80
16 mm? 100

1Z510/3F

1Z516/3F




Technical data

Technical data - Section rails for EFD

Cross section

Feeding at beginning/ending
Max. current Is/Phase

Cross section of connection, mm?
Feeding in the middle

Max. current le/Phase

Cross section of connection, mm?
Heat deflection temperature PVC
Comparative tracking index PVC
Standards

Climate stability

Insulation coordination

Electrical data

Impulse voltage strength

Min. air distance

Min. creeping distance

Max. operating voltage
Protection class

Short circuit rating

Dielectric strenght

Material

Bushar
Insulation

Endcover

ATTENTION: To prevent electrical shock, disconnect
from power source before installing
or servicing.

2.

Burr

16 mm? 50 mm?
80 160
16 50
130 250
35 2x50

80°C flame resistant

300V

EN 60947-1:2007/ IEC 60947-1:2007

DIN EN 60068
Degree of pollution 2

>4,5kV
>55mm
>5mm
690V AC/DC
1P20
ICC15kA NH 250A gL 500V
=32 kV/mm
Material Surface
Copper plain
PVClead-free grey RAL 7035

moulded

ADanger Installation by electricians only

Due to security purposes all shortened busbars
need to be covered with suitable endcovers.

Cut back copper

Attach end cover

ETI
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1Z16/1F/37

36x27 = 972

1Z16/1F/28
27x356 =961.2
35,6
15
1 O N N I O
' [y
| i \
L 980" T |

1Z50/1F/37

36x27 = 972

1Z50/1F/28

27x36,6 = 961.2

L0 0 0 [0
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Technical data

1Z16/3F/37
38x27 = 1026

ﬂﬂmﬂﬂmﬂHﬂmﬂi

1Z16/3F/28

29x35,6 = 1032,4

ﬁTﬂﬂﬂﬂﬂHﬂMﬂ

1Z50/3F/37

38x27 = 1026

N 9 O 4 I

1Z50/3F/28
29x35,6 = 1032.4
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Technical data

Z-50/3F/39

Z-50/1F/37

Z-16/1F/37

15

Z-50/1F/28 Z-50/3F/30

-16/1F/28

z

Xodilg

=207

23x9

=207

23x9
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