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TS5 Fluorescent Cabinet Lamp

* High brightness, small size,
with on/off switch

e High lighting effect,
save 55% power

¢ Long life non flicker and can
start by low voltage

® T5 Fluorescent with Opal Cover,

Or with Striate Cover

Model Power Voltage Frequency PF IP Rate Tem‘;’;'r‘:mm D‘"“::'::]“"’ QTY/CTN
LK-Y5D04 A/B 4W 156%24x40 60
LK-Y5D0é& A/B oW 255%24x40 30
LK-Y5DOB A/B BwW 309x24x40 30
LK-Y5D14 A/B 14W 571%X24%40 30
LK-Y5D18 A/B 18W 110/230\’ AC 50/60Hz 0.95 IP20 2700/4100/6500| 731x24x40 30
LK-Y5D21 A/B 21W B871x24%x40 30
LK-Y5D26 A/B 26W 1021x24%x40 30
LK-Y5D28 A/B 28W 1171x24%x40 30

A: Opal cover B: Striate Clear Cover

T5 LED Cabinet Lamp

e The LED Lighting has no strobe, no infrared and ultraviolet,
radiation free,. Mercury free protect the natural environment

* High-quality LED chips as the illuminant, save more power, LED
chip is antistatic.

* LED chips are solid encapsulation, they belong to cold light
type, impact resistance, shockproof., easy for installation.

e Start fast, Long life: operation life about 50 thousand hours.

Model [II-’ECDS) Power Voltage Frequency IP Rate Dirn;:;i;: 03 Luminance (Lm)
LK-L5NO7 A/B 120 ™w 575%22%29 600/700LM
LK-L5NO8 A/B 150 BW 735%22%29 650/780LM
LK-L5NO9 A/B 120 ow 575%22%29 705/860LM
LK-LSN10 A/B 150 10W 100,240V AC 50/60Hz P20 735X22%29 780/950LM
LK-L5N12 A/B 170 12w 875%x22x29 1000/1150LM
LK-L5N14 A/B 220 14W 1025x22x29 1050/1150LM

A: Opal cover B: Striate Clear Cover

79



