Bl Surface outlet with/for flanged sockets

Surface outlet for flanged sockets 75x75 P44

= = ¢ Robustsurface outlet made of PAG for surface Scope of delivery:
(o sockets IP44 with flange size 75x75mm. * surface outlet
. . . . . ® available without side holes (blind)
N Optionally Wlthout side holes (bllrjd) or with or with 1x lead-through nipple
%\ & b, | 1X hole (&20) incl. lead-through nipple.
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There are centring holes on the side surfaces,
which allow easy drilling of further openings.
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Surface outlet with flanged socket 75x75 IP44

ool - 16‘2"“" . ® with screw terminals
o8 * housing material: PA6
220 ;[[mm]] 18591 12411 12; ® contacts: brass
A mm .
| 4 & Weight [g] (blind) 214 226 244 - to order nickel-plated contacts
N R o Weight [g] (1 nipple) 215 227 245 please add a ,v" e.g. 80015-6v
\ % e incl. flanged socket straight IP44
5 For technical data of flanged socket see page 74 (75?<75) ) ) }
- 2 e available without side holes (blind)
b 75 or with 1x lead-through nipple

1P44 splashproof

Surface outlet for flanged sockets 75x75 IP67

M20
@ & Robust surface outlet made of PA6 for surface Scope of delivery:
o sockets IP67 with flange size 75x75mm. « surface outlet
. . . . . ¢ available without side holes (blind)
S /% ‘ Optionally W|thogt side holes (blind) or with or with 1x cable gland M20
o 28 %\//& “"4‘ 1X thread (M20) InC|. Cable g|aﬂd MZO e incl. 2x cover caps to seal the
? { % S There are centring holes on the side surfaces, fixing holes
I which allow easy drilling of further openings.
s | 2
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Surface outlet with flanged socket 75x75 IP67
16 Amp ® with screw terminals
Poles 3 4 5 ® housing material: PAG
Z[[mm]] :gf 122 11;; e contacts: brass
M20 mm .
Y e . e - tclJ order mckel—p‘I‘ated contac;s
—7; 3 Weight [g] (blind) 230 248 278 ~ please adda ,v" e.g. 800152-6v
o , Weight [g] (1 cable gland) 241 259 289 * incl. flanged socket straight IP67
- i 2 ° (75x75)
| \/_\)1 . For technical data of flanged socket see page 74 e available without side holes (blind)
[ 55 e or with 1x cable gland M20
P % incl. 2x cover caps to seal the

fixing holes

1P67 watertight
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230V~ 400V~

50/60Hz 50/60Hz

3p=6h  4p+bp=6h
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< o a3 Cat.No. Cat.No.
80000
10 80000 no nipple i
10 80100 1x nipple
80100
Surface outlet complete
16 3 10 80013-6 . Q
16 4 10 80014-6 no nipple
16 5 10 80015-6
16 3 10 80113-6 _
16 4 10 80114-6 X nipple
16 5 10 80115-6

32A and special clock positions on request!

80067

10 80067 no cable
gland

10 80167 1x cable gland
M20
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Surface outlet complete 800152-6

16 3 10 800132-6

16 4 10 800142-6 no cable

16 5 10 800152-6 gland

16 3 10 801132-6

16 4 10 801142-6 1x cable gland
16 5 10 801152-6 M20

32A and special clock positions on request!

801152-6




