Solid-rubber distribution boxes — mobile

Series ZIRL

Series ZIRL

Socket outlet combination acc. EN 61439

Portable solid rubber distribution box (lid: thermoplastic)

Dimensions: HXWxD = 527x400x270 mm

Place for large equipment

Window for up to max. 3x18 modules (54 modules)

DIN-rail mounted control units, such as MCBs, RCDs, electronic current
meter etc. in a robust plastic cover installed on the back

9545020 . .
Ready wired for using
Housing protection IP54 (IP67 on request)
400 2710 _ Standard version:
AN ar—n e Enclosure with solid rubber carrying handles

: D e CEE-sockets and safety sockets made of PAB, contacts nickel plated,
sockets individual exchangeable

All outer metal parts made out of stainless steel

Entry connection made out of flexible rubber cable with plug or flanged plug
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Layout examples: (other combinations on request!)

CEE CEE SS
Layout 400V 5p 230V3p | 250V

125A | 63A | 32A | 16A 16A 16A

InA

RDF Cat. No.

Protection / Connection

2xMCB 63A 3p-C (before RCD)

2xMCB 32A 3p-C (before RCD)

2xMCB 16A 3p-C

5xMCB 16A 1p-C

2xRCD 63A/4/0.03A (TYPE A 63AT) for CEE 63A
5 2xRCD 40A/4/0.03A (TYPE A 40AT) for CEE 32A
1xRCD 63A/4/0.03A (TYPE A 63AT) fused with
1x MCB 63A 3p-C for CEE 16A & SS

Ina 125A

RDF 0.5 9545069

2m cable HO7RN-F 5G35 with CEE-plug 125A
5p 400V

2xMCB 63A 3p-C
2xMCB 32A 3p-C
2xMCB 16A 3p-C
4xMCB 16A 1p-C
4xMCB 16A 1p-C

2xRCD 63A/4/0.03A (TYPE A 63AT) for CEE 63A Ina 125A
1xRCD 63A/4/0,03A (TYPE A 63AT) for CEE 32A RDF 0,5
fused with Tytan D02 63A 3p

1xRCD 63A/4/0.03A (TYPE A 63AT) for CEE 16A
1xRCD 63A/4/0.03A (TYPE A 63AT) for SS
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2m cable HO7RN-F 5G35 with CEE-plug 125A
5p 400V

4 x Tytan D02 63A 3p

2m cable HO7RN-F 5G35 with CEE-plug
125A 5p 400V InA 125A

RDF 0,4 9545640
mounted on zinc coated rack
with 2 crane eyes

Dimensions: HxWxD = 900x500x600mm

9545640

InA= Rated current of switchgear and control gear assembly; RDF = Rated diversity factor



